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STATEMENT OF ESTIMATED QUANTITIES STATEMENT OF ESTIMATED QUANTITIES
0787TR 0829TR | 0832TR 88th 0787TR 0829TR | 0B32TRE8h
PAGE | NOTE |sPEc.no. DESCRIPTION UNIT  |sKvLINE “:::mw;;;’ ARROWHEAD| AVEWEST ﬂ::f;::;;? °i‘rf|:::°‘ﬁp[‘," q;:r:;tv pace | noTE  |ePEc.mo. DESCRIPTION mT | skvLing iﬂm;‘ ARROWHEAD| AVEWEST "f:fgg: ﬁﬂ“ﬁﬁﬁ" mﬁ;ﬁlﬁ
PRWY ROAD LOOP "PRINY ROAD LOOP
2021.501 { MOBILZATION LUMP SUM 020 0.10 0.25 0.25 010 0.10 1 10,41,12 18 2582.502 | 12" SOLID LINE WHITE-EPOXY LINFT 83 304 - 988 920 - 2,300
8 i 2104.501 | REMCVE APE CULVERTS LINFT a7 " " - . 960 1,007 10,11,12 18 2582.502 | 4" BROKEN LINE WHTE-EPOXY LINFT - 181 2,200 - 1,022 - 3,503
8 % 2104.501 | REMOVE CURB AND GUTTER LINFE - 32 1,401 549 a0 - 2.082 10,11,12 18 2582502 | 24" STOP LINEWHTE-EROXY LINFT 47 96 - 228 110 44 525
B 1 2104.501 | REMCVE GUARD RALL LINFT 3ro - 380 - - 760 10.41.12 18 2562.502 | 4" SOLID LINE Y ELLOW-EPOXY LINFT - - 1,650 1,158 - - 2,808
8 1,21,23 2104503 | REMOVE CONCRETE WALK SQFT 150 375 %,350 375 - 2,250 10,11,12 18 2582.502 | 4" DOUBLE SOLID LINE Y ELLOW-EPOXY LINFT 10,891 762 6,507 8,150 7,166 33,485
8.53 2104503 | REMOVE CONCRETE CRIVEWAY PAVEMENT sSQFT - - - - 65 65
9 2104511 | SAWING CONCRETE PAVEMENT (FULL DEPTH) LINFT - - - - - 13 13
9 2104513 | SAWING BIFUMINOUS PAVENMENT {FULL DEFTH) LINFT 132 - 272 - - 655 1,058 \
- > 123,503 | MOTOR GRAGER R % - - . . - p NOTES: 1) AS DIRECTED BY THE ENGINEER.
8 13 2123507 | 3.0CU YD SHOVEL HOUR 40 - - - - 24 64 2} THIS MEM 1S FOR SHAPING OF SHOULDERS.
8 13 2123510 | 10 CU. YD. TRUCK HOUR 80 - - . . 48 128
12 5133505 | 8 TON STEEL-WHEELER ROLLER OUR i n . n N 0 50 3} TO BE USED FOR DITCHING ON PROJECT. ALL FXCAVATED MATERIAL SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND BE DISPOSED OF AT
4 2122.610 | STREET SWEEFER (WITH FCKUP BROOM) HCOUR - it - 30 20 60 AN APPROVED LOCATION.
15 2130501 | WATER meaLLons| 3o - 30 - - 20 90
9 1 231,502 [ CALQUM CHLORIDE SOLUTION GALLON [ 2774 - 3,838 - - 5173 11,785 4) 70 BE ONLY USED FOR SWEEPING AT FINAL CLEAN UP JUST PRIGR TO PAVING ON MILLED SURFACE.
1 2211.501 | AGGREGATEBASE CLASS 5 TON 400 - - - - 144 544
2221.501 | AGGREGATE SHOULDERING CLASS 1 TON 1,300 - - - - 943 2,243 5) TO BE USED FOR DUST CONTROL ON PROJECT.
g 6.7 2232501 | MLL BITUMINOUS SURFACE (2.0%) 5QavYD ' 80z - : ' - 802 6) INCLUDES THE REQUIREMENT OF A PICK UP BROOM WITH VACUUM FOR REMOVING EXCESS MILLINGS AND DETERIORATED MILLED SURFACES AND
§ 8,7 2232501 | MLL BITUMNOUS SURFACE (3.57) Sayp - 2823 - 50,173 21,418 74,412 SHALL BE CONSIDERED INCIDENTAL. DURING MILLING OPERATION. CLEANING OF MILLED SURFACE SHALL BE APPROVED BY THE ENGINEER.
5 67 2232.501 | MLL BITUMNCUS SURFACE (5.0%) SQYD - - 31,746 - - - 31,746
8 8 2331.604 | BITUMINOLIS PAVEMENT RECLAMATION Sayp | 3297 ' 31,748 - z 23,658 88,323 7) ALL MILLINGS SHALL BE PROPERLY DISPOSED OF BY THE CONTRACTOR AT AN APPROVED LOCATION OR CAN BECOME THE PROPERTY OF THE
2357.606 | BITUMINOUS MATERIAL FOR SHOLLDER TACK GALLON | 1473 - - ‘ - 1057 2510 CONTRACTOR. THIS WORK SHALL BE CONSIDERED INCIDENTAL TO MILL BITUMINOUS SURFACE.
] 910,11 | 2350.501 | TYFE 8P 12.5 WEARNG COURSE MIX (3.B) TON - 718 - 10,975 | A\ 4.685 - 16,378
g 9,10,11,12 | 2260.501 | TYFE SP 12.5 WEARING COURSE MIX (3,C) TOM 7,582 - 6944 - - 6,164 20,690
9 910,11 | 2360.502 ] TYPE SP12.5 NON WEAR COURSE MIX (3,B) TON - - 3,968 - - : 3,968 8) ALL SHAPING REQUIRED DURING REGLAMATION AND BEFORE PAVING SHALL BE APPROVED BY THE ENGINEER AND CONSIDERED INCIDENTAL.
8 1314 | 2501.511 | 12" CS FFE CULVERT LINFT 44 - - - - 294 338
5 1314 | 2501515 |15 RG FFEAFEGN e - - - - . ERCE%EH%{EOUS MATERIAL FOR TACK COAT (SPEC. 2357) SHALL BE PLACED BETWEEN ALL LIFTS AND ON MILLED SURFACE SHALL BE CONSIDERED
8 1314 | 2501.515 | 24" RCAFEAPRON EACH - - - - 1 1 '
8 1314 | 2501.515 | 42" RCAFE APRON EACH - - - - - 2 2
2 1514 | 2501521 | 25 SPANRG PPE-ARCH ULV CLIA CNET - - - - - 12 312 1L %SP?\QEGAOEUIF[}ESLFUQWOIEGngggi‘gggswhu BE COMPLETED WITHIN 3 DAYS OF MILLING OR RECLAMATION. STRING LINE SHALL BE USED ON ALL
8 13,14 | 2501.525 | 28" SPANRC PPE-ARCH APRON EACH - - - - - 7 7 )
) 1314 | 2503.541 | 15" RC PIPE SEWER DES 3006 CL [ LINFT - - - - - 141 141
8 13,14 | 2503.541 | 24" RC PIPE SEWER DES 2006 G- Il LINFT - . . - - 221 21 11) ALL LABOR & EQUIPMENT FOR PCTHOLE FILLING AND REPAIR OF PAVEMENT DETERIORATIONS AFTER MILLING AND BEFCRE PAVING SHALL BE
) 13,14 | 2503.547 | 42" RC PIPE SEWER DES 3006 O Il LINFT - - - - - 92 92 CONSIDERED INCIDENTAL. AS DIRECTED BY THE ENGINEER.
56,7 14 2504.602 | ADJUST VALVE BOX EACH - 4 26 16 19 12 77
49 2506.50% | OONST DRAINAGE STRUCTURE DESIGN G LINFT 24 - - - - 8 32 12) INCLUDES 250 TONS FOR APPROACH TIE IN ON THE SWAN LAKE ROAD AND 50 TONS ON SKYLINE PARKWAY FOR APPROACHES. ALSC INCLUDES
56.7.9 14 2506.516 | CASTING ASSEMBLY EACH g 2 - 15 6 2 31 BITUMINOUS MIXTURE FOR SPECIAL WIDENING AREAS ON SKYLINE PARKWAY.
24 2506602 | MANHOLEFRAME SEAL EACH - 3 22 2 11 15 53
4587 2506.602 | ACIUST FRAME & RING CASTING (SPECIAL) EACH - 11 43 9 36 18 114 13} ALL EXCAVATIONS, DISPOSALS, AND MATERIALS MEEDED FOR INSTALLATION SHALL BE CONSIDERED INCIDENTAL.
8 2511.501 | RANDOM RIFRAP CLASS I cuYD - - - - - 142.1 142.1
1,15,16,21,23] 2521501 | 4" CONCRETEWALK SQFT - 100 250 900 250 - 1,500 14) THE CITY OF DULUTH STANDARD CONSTRUCTION SPECIFICATIONS SHALL GOVERN.
1,15.16,21,23] 2521.501 | 6" CONCRETEWALK SQFT - 50 125 450 125 - 750
1.45,16.23 | 2531501 | OONCRETE CLRB & GUTTER DESION 5624 NFT - = 401 549 o0 - 2080 15) ALL REMOVAL, SAWING, DISPOSAL, CLASS 5, BACKFILL, SEED, MULCH AND FERTILIZER SHALL BE CONSIDERED INCIDENTAL TO THIS ITEM.
2531.502 | CONCRETE B -
e e T 1 - - 1% — = 16) ALL LAYOUT ASSOCIATED WITH REMOVAL & CONSTRUCTION OF PEDESTRUN RAMPS, SIDEWALK AND CURB & GUTTER SHALL BE DONE BY THE
= e 2551002 | PSRN CURG FATE CEALABS Ao , - v s - 4'1 CONTRACTOR TO MEET DETAIL SPECIFICATIONS OR APPROVED BY THE ENGINEER. CONTRACTOR SHALL RESTRICT USE OF PEDESTRIAN RAMP FROM USE
37 1515 | 2501502 | PEESTRIAN CURE AP (DETAL D)' : EACH - - 3 - ~ 5 UNTIL THEY CAN BE USED SAFELY AND SUPPLY A SAFE ROUTE FOR PEDESTRIANS DURING CONSTRUCTION AND COMPLY WITH THE LATEST TEMPORARY
3:7 15:15 2531602 | PEDES TRIAN GURB RANP (DETAL F) EACH m - " 0 TRAFFIC CONTROL FIELD MANUAL . ALL SIDEWALK ASSOCIATED WITH PEGESTRIAN RAMPSI SHALL BE 8" THICK.
37 1516 | 2531.602 | PECESTRIAN CURB RAMP (CETAIL H) EACH - - 3 4 - 7
" 2531518 | TRUNGA TED DOMES SaFT = 0 8 112 - 559 17) THIS ITEM INCLUDES REMOVAL OF EXISTING MONUMENT, EXCAVATION, PVC PIPE, REINFORCING BAR AND CONCRETE SHAL BE CONSIDERED
57 14 2540.502 | ADUUST MONUMENT BOX EACH . - - 2 . 2 INCIDENTAL.
57 1417 | 2540.602 | CONSTRUCT SURVEY MONUMENT EACH 2 1 . 3
4 53 3540.602 | MARL BOX SUPFORT Yo N N - 19 19 18) EPOXY PAINT SHALL BE PLACED BETWEEN 1¢ TG 17 DAYS OF PLACEMENT OF FINAL WEAR COURSE,
6 2554.501 | TRAFFIC BARRIER DESIGN B8338 LINFT 358 378 736
. 2551523 | B TR TBT By Ansorns el Eace > 3 - 18) SAFETY BARRELS SHALL BE USED TO DELINEATE TRAFFIC OVER NIGHT AND SPACED ACCORDING TO THE LATEST TRAFFIC CONTROL FIELD MANUAL
58-63 19 2563.601 | TRAFFIC CONTROL LUMPSUM | 020 0.10 025 0.25 0.10 0.10 1 20) SEED AND FERTILZER ARE CONSIDERED INCIDENTAL.
8 2573502 | SILT FENCE TYFEHEAVY CUTY LNFT 70 5 - - - 825 895
5 1 2573.531 | STORM DRAIN INLET PROTECTION LUMPSUM | 020 010 0.25 0.25 0.10 0.10 1 21) TOP SOI., SEED, MUCH, AND FERTILIZER SHALL BE CONSIDERED INCIDENTAL.
8 2573540 | FILTER LOG TY PEWOOD FIBER BICROLL LINFT 336 - - - - 34 370
S s575501 | SeeoG s od - - - v v izNzC)IE)lg%Alf_DES ~ REMOVALS, INSTALLATION, NEW MAIL BOX (STANDARD), ADDRESS LABEL, ALL MATERIALS FOR INSTALLATION OF ITEMS, AND CONSIDERED
5 2575502 | SEED MIXTURE 250 POLUND 142 - - - 100 262 '
9 2575511 | MULCHMATERAL TYPE 1 TON 4.08 - - - - 284 6.92
N —— Rlrr| )L OB b AR CLIIAED QUMY SENTD Wk O EAL DO, GUNTTES AR 5 ATED T0 e
9 2575531 | FERTILIZER TYPEA TON 0.30 - - - - 0.22 0,52 '
10 2580.603 | INTERIM PAVENENT MARKING UNFT | 43564 | 4572 61,256 48,954 2,916 28,664 189,926
10,1 18 2582,502 | 4" SOLID LINE WHITE-EFOXY LUNFT | 22008 - 9,522 - - 15,524 47,144 24) T BE USE N CONJUNCTION WITH SANITARY MANHOLES ONLY.
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